
NOISE MEASUREMENT 
PACKAGE 1  

There is a vast amount of information from the HSE about Noise at Work and there are many 
different Sound Level Meters available on the marke t.  However, there is very little available in the 
way of a complete package that will allow someone t o carry out a noise survey at work. 

This Noise Measurement Package includes everything that is required to plan, carry out a noise 
survey and produce a report.  It is ideal for use i n low or medium risk environments eg warehouses, 
offices, schools, pubs, clubs and hotels. 

 

The following items are included: 

· Sound Level Meter CR:306 

· Windshield 

· Calibrator 

· Calibration Tool 

· Noise Measurement Guide 

· Workplace Noise Survey Notes Form 

· Workplace Noise Survey Software 

· Robust Carry Case 
 
 
After a brief study of the guide, you should be abl e to use the Sound Level Meter to take 
measurements.  A useful form is provided to write t hese readings down as well as make notes about 
Work Patterns of the relevant members of staff. The  Workplace Noise Survey Software allows the 
calculation of LEP,d as well as produce a report. 
 
As it is important to check the performance of the meter before each set of measurements, a 
Calibrator is provided with the package. A Robust C arry Case ensures that all the items are kept 
securely together and well protected for transport.  
 
The CR:306 is a general purpose digital sound level  meter which meets the full requirements of IEC 
61672 to Class 2. The instrument has ‘F’ (Fast) res ponse and both ‘A’ and ‘C’ frequency weightings.  
 
The CR:306 allows noise levels to be checked quickl y and simply, with the large display showing 
the Sound Level (SPL) with the standard dB(A) frequ ency weighting with dB(C) Frequency 
Weighting also provided. The instrument has two mea surement ranges, and can measure from 
35dB(A) to 130dB(A). The maximum hold function allo ws the unit to freeze the display showing the 
highest level measured.  



 
 

 
 

 
 
 

APPLICATION STANDARDS IEC 61672:2002-1 Class 2  
 
IEC 60651:1979 Type 2 I 
 

OUTPUT SOUND 
PRESSURE LEVELS 

 

 
94 dB and 114 dB 

MEASURING RANGE 35dB(A) to 130dB(A), 40dB(C) to 
130dB(C) 
 

OUTPUT FREQUENCY 
 

1 kHz ± 2% 

RANGE INFORMATION L (Low) = 35dB(A) to 100dB(A)  
 
H (High) = 65dB(A) to 130dB(A) 
 

OPERATING TEMPERATURE 
 

 
0° C to 50° C 

FREQUENCY RATING dB(A) & dB(C) to IEC  
 
61672:2002-1 Class 2 
 

DISTORTION 
 

94 dB ± 2% 
114 dB ± 5% 
 

TIME WEIGHTING Fast to IEC 61672:2002-1 Class 2 ACCURACY 
 

94 dB ± 0.75 dB 
114 dB ± 0.9 dB 
 

DISPLAY FUNCTIONS Normal (Sound Level), Maximum Hold POWER 
 

2 x PP3 batteries 

MEASUREMENT 
FUNCTIONS 

 
LAF, LCF, LAFMax, LCFMax 
 

DIMENSIONS  

DISPLAY FLAGS Overload (Green Light), Under range 
(Red Light)  
 
Maximum Hold (HOLD), Low battery 
(LOWBAT) 
 

Diameter 50mm 

DISPLAY 3 ½ digit LCD with 0,1dB Resolution 
 

Length 144mm 

OUTPUTS AC Out Max output = 2V 
 

Weight 350g 

POWER 1 x 9V (6F22, PP3), External DC 
Power, 7V to 10V 
 

  

MICROPHONE ½” pre-polarised electret condenser 
(Typically Type MK:268) 
 

  

TEMPERATURE Operating: -10°C to +50°C, Storage: -
20°C to +60°C 
 

  

DIMENSIONS Length 248mm 
Width 66mm 
Depth 30mm 
 

  

WEIGHT 227 gms (8oz) with battery 
 

  

CE CLASSIFICATION 
                                       EMC  
   
                                 SAFETY 

 
EN50081-1, EN 50082-1  
 
EN 61010-1, 1993 portable equipment 
pollution category 2 
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Calibrator Sound Level Meter CR:306 
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