
NOISE MEASUREMENT 
PACKAGE 2  

There is a vast amount of information from the HSE about Noise at Work and there are many 
different Sound Level Meters available on the market.  However, there is very little available in 
the way of a complete package that will allow someone to carry out a noise survey at work. 

This Noise Measurement Package includes everything that is required to plan, carry out a noise 
survey and produce a report.  It is ideal for use in high risk environments eg factories, metal 
workshops and construction sites. 

 

The following items are included: 

· 

· 

· 

· 

· 

· 

· 

· 
 
After a brief study of the guide, you should be able to use the Sound Level Meter to take 
measurements.  A useful form is provided to write these readings down as well as make notes 
about Work Patterns of the relevant members of staff. 
 
The Workplace Noise Survey Software allows the calculation of LEP,d as well as produce a report. 
As it is important to check the performance of the meter before each set of measurements, a 
Calibrator is provided with the package. A Robust Carry Case ensures that all the items are kept 
securely together and well protected for transport. 
 
The CR:262A Sound Level Meter is suitable for Noise at Work Risk Assessments The 
instrument has been designed to be extremely simple to use while meeting the latest 
Standards for Sound Level Meters.  
 
Reliable, accurate and affordable, the CR:262A is the ideal instrument for your noise 
measurement applications. 
 

Sound Level Meter CR262a 

Windshield 

Calibrator 

Calibration Tool 

Noise Measurement Guide 

Workplace Noise Survey Notes Form 

Workplace Noise Survey Software 

Robust Carry Case 



 

STANDARDISATION 

 

FUNCTIONS 

  

TIME WEIGHTINGS 

FREQUENCY WEIGHTINGS 

AMPLITUDE WEIGHTING 

 

DISPLAY 

 

OPERATING TEMPERATURE 

OUTPUTS 

 

BATTERY LIFE 

 

 
DIMENSIONS 

Height 
 

Depth 

 

 

IEC 651 (BS EN 60651) and 
IEC 804 (BS 6698) as class 2, 
general purpose instruments 

Momentary sound level (SPL), 
maximum sound level (Lmax), 
equivalent continuous sound 
level (Leq,t) and true peak 
level (Lpeak).  SPL/Lmax,Leq,t and 
Lpeak all measured simultaneously 

 

S (Slow), F (Fast) and I (Impulse) 

A and C for SPL and Leq,t 

True energy integration without 
time weighting (Q=3) 

 

 

-12 to +60oC 

AC 2.2 volts RMS for FSD. 
DC 25mV/dB in one continuous 
span from 32 to 140 dB 

 

 

 

 
340 mm 
 

25 mm 

 

 

PRESSURE LEVELS 

OUTPUT FREQUENCY 

OPERATING TEMPERATURE 

DISTORTION 

 

ACCURACY 

 

POWER 

DIMENSIONS 
Diameter 

 

Weight 

94 dB and 114 dB 

1 kHz ± 2% 

0o C to 50o C 

94 dB ± 2% 
114 dB ± 5% 

94 dB ± 0.75 dB 
114 dB ± 0.9 dB 

2 x PP3 batteries 

 

50 mm 

 

350 g 

 

 
 

SPECIFICATION 

Width 75 mm 

SPECIFICATION 
Calibrator 

Length 145 mm 

Sound Level Meter CR262a 

MEASUREMENT RANGE 26 to 140 dB(C) for SPL, Lmax 
Leq,t 60 to 140 dB(C) for Lpeak 
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OUTPUT SOUND 

Weight     450gms 

Graphical LCD with Quasi-Analogue 
Display. Measurement parameter 
with level warnings for Overload, 
Under Range & Battery Level 

Broadband Mode Typically 
 >24 hours 
 1:1 Octave Band Mode Typically 
>12 hours 

ISO 9001:2000 Certified 

 
ISO 14001:2004 Certified 
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